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Messaging software allows you to send message from a PC to your sign. After you install 
the Messaging Software and start it up, then you can see as below: 
 
Screen layout and overview 
 

 
Letter  Name Descr iption 

A Font From Five Row to 32 Row. 
B Color 12 color available. 
C  

 
Function Menu 
  

Include “Preview”: to preview the effect of message on sign; 
“Multimedia Download” : used for TCP/IP or RS482 
communication; 
“ Image Edit” : used for creating images; 
“Font Make” : used for creating fonts; 
“Check for a new version” : used to get update software news. 

D Options In this menu, you can set parameters, such as communication mode, 
Brightness, power on/off time, password, screen number, etc. 

E Insert Bitmap Insert graphics created in “ Image Edit” . 
F Insert datetime Insert real-time clock. 
G Insert countdown Insert countdown time and date. 
H Insert temperature Insert temperature. ( Note: need hardware to work) 
I  Insert variable Insert variable. 
J Insert symbol Insert pre-defined symbols. 
K X-Port Tool Used for searching or editing IP Address of sign. 
L  Download Fonts 8 fonts available: ( Note:  After you update firmware or create new 

Fonts on this software, you must click it. 
M About Get information about this software. 
N New Line Click it to stat a new line. (Note: You must set this function under 
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When you click “Options” : 
Adjust Time: Adjust time on sign to the same as time your on your pc; 
Password: Set your personal password for your sign, not required. 
Power ON/OFF:  Pre-define the power on/off time for your sign. 
   
Br ightness: Special hardware needed to Adjust brightness not installed. 
Screen Number: Used for selecting group of signs when used in RS485 system. 
Get System information: Get connection information between sign(s) and pc, good for 
testing software communications and testing wires and hookup. 
Setting User Information:Set the memo message. 
Environment Setup:  Set whether or not start a new line on sign by pressing Enter on 
keyboard and other parameters. 
Communication: Select communication setup: RS232, RS485, or TCP/IP. 
 
 
Select communication mode 
Note: Before you edit and send the information to display, you must choose the 
communication setup and make sure the sign is connected with pc. 
Step Descr iption 

1 Click “Options” . 
 

2 Click “Communication” . 
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If you use RF MODEM communication, you should select “Serial Port” , “wireless” , then click 
“Setup” . 

 
 
 
Create text 
Step Descr iption 
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2  Click “Download Text” . 

Download text: If the message is only text, then you click on Download text; Note: 
The inside symbol, countdown, time, temperature (if hardware installed), etc are all 
part of the text data string. 
Download All: Download the text and bmp picture from your pc; For picture, you 
only need download one time by clicking on Download All, the second time, you 
only need click on Download text to the sign, because the picture had been already 
stored in the sign; 
Download Var iable: In case of variable contained in message file, click on it. 
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2  Click “Bitmap File” . 

 
3  Set size and color for picture according to real size of your sign. Click “OK”. 

 

 
4 Click “Zoom in”  and drag mouse in edit area to zoom in. 
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7 Click “Download All” . 

 
 
 
Inser t real-time clock (Note: sign only has One internal clock, if displaying Time the ‘start 
time’ and ‘stop time’ functions will not work, and if using start / stop the display time will 
not work.) 
 
Step Descr iption 

1  Click �Options” . 
 

2  Click “Download Time” , then click “OK” (clock knows what time it is). 
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5 Click  to save. 
6 Click “Download Text” . 

 

 
Inser t temperature 
Note: This function need installed hardware to work. 

  
  
  
  
  

 
Inser t symbol 
Step Descr iption 

1  Click � Insert symbol” . (One of the fonts has symbols that can be edited) 
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4 Click “Download Text” . 
 

 
Inser t var iable 
 
Step Descr iption 

1  For example, type “Amount”  in message window, then click � Insert variable” . 

 
2  Set parameters for variable, then click “OK”. 
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If you need add more than one variable, then you click “  Update variable”  to add 
variable; total can add 36 var iables; After you finish adding all variables then you 
click on Save; 
After that, you click on Download All to download all variables; If you only need 
download one of variables then click “Download”  for the certain variable. 

 
Pre-define message show day(s) and time 
Note: In this operation, you must select expand mode under “Led state” . 
Step Descr iption 

1  Click “Options” . 
 

2  Click “Led State” . 
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5 
 

Click  to save. 

6 Click “Download” . 

 
 
 
Pre-define power on/off 
Note: In this operation, you must select expand mode under “Led state” . 
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Adjust br ightness 
Note: Need hardware to work. 
 
 
 
Set password 
 
Step Descr iption 

1  Click “Options” . 
 

2  Click “Led State” . 
 

3 Select “Allow password” , then click “Password” . 

 
4  Input password, click “Setting” , then click “OK”. 
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5 Click “Screen Number” . 

 
6 After you make choice below, click “OK”. 

Once you choose Download to All Led, message from pc would be allowed to 
download to all displays; 
Group: Send messages to a group signs; 
Screen Number: you can select one of sign under group signs to receive the 
message; 
Once you choose Group, messages from pc would be downloaded to the selected 
group of displays.  
Prior to setting the “screen number” , you must set “Group number” . For example: 
You want to display number 20.Considering number 20 is included in the Group 16-
31, you should set “Group 16-31”  first. 
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5  After you set equipment number for every sign, then connect signs together: 

 
6 Click “Multimedia Download” . 
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9 Double click the opened * .mld file. 

 
10 Select “Serial port” , then select equipment number of sign under “Address” , finally 

click “OK”. 
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Send messages to remote group of signs 
Note: In this case, pc at one time sends messages to a group of signs with X-por t  
(Ethernet to RS232 conver ter), which is far away from pc. 
Step Descr iption 

1 Connect signs to Router. 

 
2 Click “Xport Tool” . 
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5 Select “Assign a specific IP address” , then click “Next” . 

 
6 Modify IP Address, then click “Assign” , finally close the “X-Port Search”  window. 
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12 Click “Download” . 
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3  Set parameters for font. 

 
4 After you finish new font using tools, click “Save as”  to save the new font onto pc. 


